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Specifications  

Output Continuous 1200W rated at 50° C 

Internal Components 100% Japanese low ESR 105°C capacitors  

Compatibility ATX12V v2.3 1 & SSI PSDG  standard 

Rails Single +12V 

Connection Type Modular 

Fan Type 140mm double ball-bearing, load and temperature controlled  

Efficiency 80-Plus Platinum Certified, 92% Efficiency at Typical Load 

Power Usage ErP compliant for low power usage in standby mode 

Dimensions (L x W x H) 180mm x 150mm x 86mm 

Weight 2.88kg 

Safety Approvals  cTÜVus, CB, TÜV, CCC, C-tick, GOST, BSMI, China RoHS, WEE, RoHS 

MTBF 100,000 hours 

Modes Dual Thermal Control System: Normal and Silent Operation  

Warranty 7-Years 

   

 

 

T h e  P l a t i n u m  P o w e r  C h o i c e  
 

The industrial-grade yet refined Mk III 1200W is 

the Silencer Series’ most comprehensively 

powerful solution yet, and features a stringent 80-

Plus Platinum certified rating for the highest 

energy efficiency possible. Engineered with only 

premium components, including Japanese 105°C 

capacitors and heavy-duty protection circuitries, 

the Mk III 1200W maintains continuous output at 

50°C and efficiently delivers power through a 

single +12V rail. The Mk III 1200W also sports a 

new Dual Thermal Control System, a sophisticated 

operation that allows the PSU to switch between 

normal and silent mode seamlessly. Backed with 

PC Power’s complete confidence in reliability with 

an industry-leading 7 year warranty, this PSU 

offers ultimate peace of mind.   

Product Information 

1200W PSU 
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Region Part Numbers UPC 

United States PPCMK3S1200  842024028420  

Europe PPCMK3S1200-EU 842024028437  

United Kingdom PPCMK3S1200-UK 842024028444 

China PPCMK3S1200-CN  842024028451 

Australia PPCMK3S1200-AU  842024028468 

No Power Cord PPCMK3S1200-NP  842024028475 

Hard-Wired Cables Modular Cables 

1 x 20+4-pin ATX 4 x 4-pin Peripheral 

2 x 4+4-pin EPS/12V  CPU 12 x 5-pin SATA 

6 x 6+2-pin PCIe 1 x Floppy 

Ordering Information  

Connector Information  

1200W PSU 


